
  C.1.8 (k) 

October 2015   

GLOCK Pistol Yearly “Stripped” Inspection Form 

WARNING:  NO LIVE AMMUNITION IN INSPECTION AREA:  CHECK THAT PISTOLS AND MAGAZINES ARE UNLOADED AND CLEAR 

 

NAME:____________________________________________  DATE:____________________ 

 

MODEL:__________________________   SERIAL NUMBER:__________________________ 

INSPECTION OF YEARLY STRIPPED PISTOL 

COMPONENT PASS FAIL 

A. Barrel   

1. Barrel bulged   

2. Cracks at muzzle or chamber   

3. Longitudinal cracks   

4. Condition of lugs   

B. Slide   

1. Sights / Night Sights   

2. Front sight pin/screw present   

3. Grooves (condition of)   

4. Guide ring   

5. Cracks, especially under ejection port   

6. Slide “stop” lever notch   

7. Brass deposits (excessive?)   

8. Extractor clearance (clean?)   

C. Receiver   

1. Magazine catch   

2. Receiver catch   

3. Slide stop lever tension   

4. Correct ejector   

5. Condition of rails   

6. Slide lock (up & to the rear)   

 

COMMENTS: 

 

 
INSPECTED BY: _______________________________________________________________  
   REGIONAL OFFICER ARMORER/SUPERVISOR/CO FIREARMS INSTRUCTOR 


